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SIGNS ARE USED.

INTERFERENCE, ETC.

ADVANCE WARNING SIGN
SPACING CHART
RECOMMENDED
GENERAL NOTES DISTANCE BETWEEN SIGNS
POSTED SPEED LIMIT (FEET) %
1-USE THIS STANDARD DRAWING IN GONJUNCTION WITH OTHER TRAFFIC CONTROL ROADWAY (MPH)
STANDARD DRAWINGS WHERE SIGN SPACING DISTANCES A, B, C, ARE SPECIFIED. @ ©
2-APPLY THE ADVANCE WARNING SIGN SPACING CHART WHERE A SERIES OF 2 OR MORE < 35 m 200 m
ALL SIGN SPACING DIMENSIONS ARE APPROXIMATE. FIELD ADJUST =
AS VARIOUS CONDITIONS OCCUR, SUCH AS LIMITED SIGHT DISTANCE, OBSTRUCTION
40-50 350 350 350
- 50 | s | oo
CONTROLLED ACCESS ROADS 1000 1500 2700
(=55)
P—hEPEA$IEgé”ﬁﬁngoﬁggcﬁiﬁsE SIGNS = DISTANCE TO 3RD SIGN [ brstance To 2n0 stew = DISTANCE TO 1ST SIGN
REFERENCE
POINT

\\\\‘——‘STATIONARY OR PORTABLE SIGNS‘——‘////

STATE OF

NORTH CAROLINA
OF TRANSPORTATION

RALEIGH, N.C.

IVISION OF HIGHWAYS

7 -
DEPT
D

ENGLISH STANDARD DRAWING FOR

TRAFFIC CONTROL DESIGN TABLES
SPACING OF TEMPORARY SIGNS IN SERIES
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